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SHEET SCHEDULE GENERAL CONSTRUCTION NOTES

SHEET # NAME

N COVER SHEET | . BASE INFORMATION OBTAINED FROM GOOGLE EARTH, GIS AND PROVIDENCE PARKS DEPARTMENT SITE | 4. AT THE END OF CONSTRUCTION, THE CONTRACTOR. SHALL REMOVE ALL CONSTRUCTION DEBRIS AND
INVESTIGATION. ALL EXISTING CONDITIONS ARE TO BE CONSIDERED APPROXIMATE. NO REGISTERED SURPLUS MATERIAL FROM THE SITE. A THOROUGH INSPECTION OF THE WORK PERIMETER IS TO BE
L-2 DEMOLITION FPLAN SURVEY WAS OBTAINED FOR THE PRODUCTION OF THE EXISTING CONDITIONS PLAN. MADE AND ALL DISCARDED MATERIALS, BLOWN OR WATER CARRIED DEBRIS, SHALL BE COLLECTED
-3 SITE CONSTRUCTION PLAN AND REMOVED FROM THE SITE.
2. ANY ERRORS OR DISCREPANCIES ON THE DRAWINGS, SHOP DRAWINGS, AND DETAILS ARE TO BE
L-4 ELECTRICAL PLAN BROUGHT TO THE ATTENTION OF THE OWNER AND THE LANDSCAPE ARCHITECT BEFORE THE WORK HAS | 5. THE CONTRACTOR IS RESPONSIBLE FOR SECURING THE SITE FOR THE SAFETY OF THE GENERAL PUBLIC
L5 CONSTRUCTION DETAILS COMMENCED. AND TO PROTECT PROPERTY AGAINST VANDALISM AND THEFT.

L-6 CONSTRUCTION DETAILS 3. THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFICATION OF ALL LOCATIONS AND DIMENSIONS. | 6. THE CONTRACTOR MUST OBTAIN ALL REQUIRED CITY, STATE AND FEDERAL PERMITS.
DISCREPANCIES BETWEEN LAYOUT DIMENSIONS ON PLANS AND ACTUAL MEASUREMENTS IN FIELD ARE
TO BE REFPORTED TO THE LANDSCAFPE ARCHITECT BEFORE CONSTRUCTION BEGINS. 7. THE PROVIDENCE PARKS DEPARTMENT ASSUMES NO RESPONSIBILITY IF THE WORK IS NOT INSTALLED
AS PER THE PLANS OR IF FIELD CHANGES ARE MADE WITHOUT THE KNOWLEDGE AND APPROVAL OF THE
4. THE CONTRACTOR SHALL NOTIFY THE OWNER AND LANDSCAPE ARCHITECT PRIOR TO DEMOLITION OR LANDSCAPE ARCHITECT AND OWNER.
INSTALLATION OF ANY PORTION OF THE SITE WORK .

5. THE CONTRACTOR SHALL STAKE OUT ALL LAYOUTS OF PROPOSED WORK FOR APPROVAL BY THE
OWNER AND LANDSCAPE ARCHITECT PRIOR TO COMMENCING WORK.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ESTABLISHING AND MAINTAINING ALL CONTROL POINTS
AND BENCHMARKS DURING CONSTRUCTION INCLUDING BENCHMARK LOCATIONS AND ELEVATIONS AT
CRITICAL AREAS. THE LOCATION OF ALL CONTROL POINTS AND BENCHMARKS SHALL BE COORDINATED
WITH THE LANDSCAPE ARCHITECT.

7. UNLESS OTHERWISE SPECIFIED ON THE PLANS AND DETAILS/SPECIFICATIONS, ALL SITE CONSTRUCTION
MATERIALS AND METHODOLOGIES ARE TO CONFORM TO THE MOST RECENT VERSION OF THE RHODE
ISLAND DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS (THE RHODE ISLAND
DEPARTMENT OF TRANSPORTATION STANDARD SFPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION 2015 EDITION).

6. CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH APPLICABLE LAWS AND REGULATIONS
REGARDING NOISE, VIBRATION, DUST, SEDIMENTATION CONTAINMENT, AND TRENCH WORK.

9. THE CONTRACTOR SHALL RESTORE ALL SURFACES EQUAL TO THEIR ORIGINAL CONDITION AFTER
CONSTRUCTION 1S COMPLETE. AREAS NOT DISTURBED BY CONSTRUCTION SHALL BE LEFT NATURAL.
THE CONTRACTOR SHALL TAKE CARE TO PREVENT DAMAGE TO SHRUBS, TREES, AND OTHER
LANDSCAFING OR NATURAL FEATURES, WHEREAS THE PLANS DO NOT SHOW ALL LANDSCAFPING
FEATURES. EXISTING CONDITIONS MUST BE VERIFIED BY THE CONTRACTOR IN ADVANCE OF THE WORK.

1O. ALL UNPAVED AREAS DISTURBED BY THE WORK SHALL HAVE A MINIMUM OF 4-INCHES OF LOAM
INSTALLED AND SEEDED WITH GRASS SEED AS SHOWN ON THE PLAN AND/OR DIRECTED BY THE
LANDSCAPE ARCHITECT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING ANY LOAM AND
SEEDED AREAS UNTIL LAWN GROWTH IS ESTABLISHED AND APPROVED BY THE LANDSCAPE ARCHITECT
AND/OR OWNER.
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COVER SHEET

I'I. THE CONTRACTOR SHALL REGULARLY INSPECT THE PERIMETER OF THE PROPERTY TO CLEAN UFP AND
REMOVE ANY LOOSE CONSTRUCTION DEBRIS BEFORE IT LEAVES THE SITE. ALL DEMOLITION DEBRIS
SHALL BE PROMPTLY REMOVED FROM THE SITE TO AN APPROVED DUMP SITE. ALL TRUCKS LEAVING
THE SITE SHALL BE COVERED.

| 2. CONCRETE TRUCKS SHALL NOT BE WASHED ONSITE. ANY CEMENT OR CONCRETE DEBRIS LEFT IN THE 09/14/20
DISTURBED AREA SHALL BE REMOVED BY HAND AT THE CONTRACTOR'S EXPENSE.

3. IF ANY DEVIATION OR ALTERATION OF THE WORK PROFPOSED ON THESE DRAWINGS 1S REQUIRED, THE N/A
CONTRACTOR IS TO IMMEDIATELY CONTACT AND COORDINATE WITH THE LANDSCAFPE ARCHITECT AND
THE OWNER.

LL

DRAWN BY: SHEET NO.
CHECKED/

| -1
ISSUED FOR BID MG o o4




EXISTING /

BASEBALL
FIELD

Q1 =4

EXISTING ELECTRICAL CABINET

Mol

REMOVE & DISPOSE PLAY

Mol

Mol
05’73 ‘
3
0373 — 1 o33 — o3

/
o o
T

EQUIPMENT ¢ EWF MULCH \407

REMOVE ¢ DISPOSE PLAY
EQUIPMENT ¢ EWF MULCH

TURF /
J

EX. 5' BIT.
CONC. WALK

EX. SEATWALL

PROVIDENCE

N PARKS DEPARTMENT

DALRYMPLE BOATHOUSE
ROGER WILLIAMS PARK
PROVIDENCE, RI 02907

COFPYRIGHT (C) CITY OF
PROVIDENCE PARKS
DEPARTMENT, ALL RIGHTS
RESERVED 2020.

NO PART OF THIS DOCUMENT MAY BE
REPRODUCED, STORED IN A RETRIEVAL

SYSTEM OR TRANSMITTED IN ANY FORM OR
BY ANY MEANS, ELECTRONIC, MECHANICAL,
PHOTOCOFPYING, RECORDING OR OTHERWISE
WITHOUT THE PRIOR WRITTEN PERMISSION

OF THE CITY OF PROVIDENCE PARKS

DEPARTMENT. ANY MODIFICATIONS TO THIS

DOCUMENT WITHOUT THE WRITTEN

INVALID AND UNUSABLE.

PERMISSION OF THE CITY OF PROVIDENCE
PARKS DEPARTMENT SHALL RENDER T

REVISION

SITE ACCESS

0O 8 16 32'

DEMOLITION PLAN NOTES

ELMWOOD AVENUE

ALL SITE PREPARATION NECESSARY TO COMPLETE THIS PROJECT IS THE
SOLE RESPONSIBILITY OF THE CONTRACTOR.

T 1S THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE WITH

PROVIDENCE PARKS DEPARTMENT STAFF TO DEVELOP A SUITABLE
DEMOLITION PLAN, WHICH WILL MINIMIZE PARK DISTURBANCE AND ALLOW
ALL FACILITIES TO REMAIN IN OPERATION DURING THE ENTIRETY OF
CONSTRUCTION.

. UNLESS OTHERWISE NOTED, THE CONTRACTOR IS RESPONSIBLE FOR THE

RELOCATION, DEMOLITION, REMOVAL AND DISPOSAL, IN A LOCATION
APPROVED BY ALL GOVERNING AUTHORITIES, OF ALL EXISTING SITE
ELEMENTS AND STRUCTURES INCLUDING BUT NOT LIMITED TO BITUMINOUS
CONCRETE, CEMENT CONCRETE, GRAVEL, CURBS, WALKWAYS, SIDEWALKS,
BERMS, FENCES, BOLLARDS, POSTS, PLANTING BEDS, TREES, SHRUBS,
UTILITIES, DRAINAGE STRUCTURES AND ALL OTHER STRUCTURES SHOWN
WITHIN THE LIMITS, AND WHERE NEEDED, TO ALLOW FOR NEW
CONSTRUCTION. ALL ELEMENTS TO BE REMOVED SHALL BE UNDERCUT TO
SUITABLE MATERIAL AND BROUGHT TO GRADE WITH SUITABLE COMPACTED
FILL MATERIAL PER SPECIFICATIONS.

. THE CONTRACTOR 1S RESPONSIBLE FOR REMOVING ALL DEBRIS FROM THE

SITE AND DISPOSING OF THE DEBRIS IN A PROPER AND LEGAL MANNER.

. THE CONTRACTOR 1S SPECIFICALLY CAUTIONED THAT THE LOCATION AND.OR

ELEVATION OF EXISTING UTILITIES AND STRUCTURES AS SHOWN ON THESE
PLANS ARE BASED ON RECORDS OF VARIOUS UTILITY COMPANIES, AND
WHEREVER POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THIS
INFORMATION 1S NOT TO BE RELIED UPON AS BEING EXACT OR COMPLETE.
THE LOCATION OF ALL UNDERGROUND UTILITIES AND STRUCTURES SHALL BE
VERIFIED IN THE FIELD BY THE CONTRACTOR PRIOR TO THE START OF
CONSTRUCTION. THE CONTRACTOR MUST CONTACT THE APPROPRIATE
UTILITY COMPANY, ANY GOVERNING PERMITTING AUTHORITY IN THE CITY,
AND "DIGSAFE" (1-600-344-7233) AT LEAST 72 HOURS PRIOR TO ANY
EXCAVATION WORK IN PREVIOUSLY UNALTERED AREAS TO REQUEST EXACT
FIELD LOCATION OF UTILITIES. IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO RESOLVE CONFLICTS BETWEEN THE PROPOSED UTILITIES
AND FIELD-LOCATED UTILITIES AND SHALL REPORT ANY DISCREPANCIES TO
THE LANDSCAPE ARCHITECT IMMEDIATELY. THE OWNER ASSUMES NO
RESPONSIBILITY FOR DAMAGES INCURRED AS A RESULT OF UTILITIES
OMITTED, INCOMPLETELY OR INACCURATELY SHOWN. THE CONTRACTOR

G.

7.

SHALL BE RESPONSIBLE FOR MAINTAINING ACCURATE RECORDS OF THE
LOCATION AND ELEVATION OF ALL WORK INSTALLED AND EXISTING UTILITIES
FOUND DURING CONSTRUCTION FOR THE PREPARATION OF THE AS-BUILT
PLAN.

THE CONTRACTOR S RESPONSIBLE FOR MAINTAINING ALL EXISTING UTILITIES
IN WORKING ORDER AND FREE FROM DAMAGE DURING THE ENTIRE
DURATION OF THE PROJECT. ALL COST RELATED TO THE REPAIR OF UTILITIES
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. EXCAVATION
REQUIRED WITHIN THE PROXIMITY OF EXISTING UTILITY LINES SHALL BE DONE
BY HAND. CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING UTILITY
LINE OR STRUCTURES INCURRED DURING CONSTRUCTION OPERATIONS AT
NO COST TO THE OWNER.

THE CONTRACTOR SHALL MAINTAIN CONTINUOUS ACCESS AND OPERATION
FOR SURROUNDING FACILITIES, AS DEEMED BY THE OWNER, AT ALL TIMES
DURING DEMOLITION OF THE EXISTING FACILITIES.

. PRIOR TO DEMOLITION OCCURRING, ALL EROSION CONTROL DEVICES AND

TREE PROTECTIVE MEASURES ARE TO BE INSTALLED.

DEMOLITION PLAN LEGEND
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DEMOLITION PLAN

EXCAVATE TO DEPTH OF 4" OUTSIDE PLAY EQUIPMENT USE ZONES

09/14/20
EXCAVATE TO DEPTH OF | 2" WITHIN PLAY EQUIPMENT USE ZONES

1"=16'
STRIP TURF AND TOPSOIL TO DEPTH OF &'
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(D = o =

2. STORAGE AREAS FOR CONTRACTOR'S EQUIPMENT AND MATERIALS SHALL BE
ON AND WITHIN LIMITS OF WORK AS SHOWN ON THE PLANS AND AS
APPROVED BY THE OWNER'S REPRESENTATIVE.

EQUIPMENT USE ZONES, APPROX. 2005 SF

4" DEPTH ENGINEERED WOOD FIBER OUTSIDE PLAY

T | 2" DEPTH ENGINEERED WOOD FIBER WITHIN PLAY /3"
3. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD AND yow . EQUIPMENT USE ZONES, APPROX. 4020 SF \L-5/ 09/14/20
REPORT ANY DISCREPANCIES IN THE PLAN TO THE OWNER'S REPRESENTATIVE
PRIOR TO STARTING WORK. NEW BITUMINOUS CONCRETE WALKWAY ﬂ e
4. ALL EQUIPMENT LAYOUT, SITE FURNISHINGS, AND PAVEMENT MARKINGS TO
BE APPROVED BY OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION NATIVE LANDSCAPE BOULDERS. QTY. PER DETAIL ——— ——
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0

8" 16 32'

GENERAL NOTES FOR LIGHTING PLANS

ALL WORK SHALL BE IN CONFORMANCE WITH THE LASTEST EDITION OF THE
NATIONAL ELECTRICAL CODE AND LASTEST REVISIONS.

CONTRACTOR TO VERIFY FIELD DIMENSIONS AND CONDITIONS PRIOR TO FINAL
ORDER. CONTRACTOR TO INFORM LANDSCAPE ARCHITECT AND OWNER OF
ANY CONFLICTS PRIOR TO ORDERING.

CONTRACTOR RESPONSIBLE FOR FINAL LIGHTING FIXTURE COUNT.

EXACT LOCATIONS OF ALL LUMINAIRES TO BE CONFIRMED IN THE FIELD PRIOR
TO ELECTRICAL ROUGH IN.

ALL LIGHT POLES MUST MEET APPLICABLE WIND LOAD RATINGS AND
REQUIREMENTS FOR THE RHODE ISLAND AREA. ELECTRICAL CONTRACTOR TO
COORDINATE WIND LOAD REQUIREMENTS WITH LIGHT POLE MANUFACTURERS.

SEE SPECIFICATIONS FOR ALL PRODUCT INSTALLATION REQUIREMENTS AND
INFORMATION.

UNLESS OTHERWISE NOTED ALL CONDUIT SHALL BE INSTALLED A MIN OF | 8"
BELOW GRADE.

STRAIGHT THRU CABLE SFPLICES SHALL BE MADE ON CABLE RUNS OF 1000 FT
OR MORE, UNLESS OTHERWISE NOTED OR PRIOR APPROVAL IS GIVEN.

GROUND RODS SHALL EXTEND AT LEAST 4'-O" INTO EARTH.

. PROVIDE ENOUGH SLACK CABLE AND GROUND WIRE IN EACH HANDHOLE TO

COMPLETETLY CIRCLE THE INTERIOR OF THE HANDHOLE.

. ALL LIGHTING TO BE CONTROLLED WITH PHOTOCELL, UNLESS OTHERWISE

NOTED.

7.
6.

. PARK MASTER ELECTRICIAN SHALL INDICATE FINAL PLACEMENT OF ALL

LUMINIARES IN FIELD WITH PROJECT MANAGER AND CONTRACTOR. LOCATIONS
SHOWN ARE FOR QUANITIES AND POWER REQUIREMENTS ONLY. NO
DIMENSION SHALL BE TAKEN OFF THIS DRAWING.

. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL MISCELLANEOUS MOUNTING

AND ELECTRICAL HARDWARE NECESSARY FOR SAFE AND PROPER
INSTALLATION.

. TRANSFORMER CAFPACITIES SHALL BE COORDINATED BETWEEN ELECTRICAL

CONTRACTOR AND MANUFACTURER. REMOTE TRANSFORMER LOCATION SHALL
BE DETERMINED BY ELECTRICAL CONTRACTOR.

. THE CONTRACTOR SHALL VISIT THE SITE, REVIEW THE CONDITIONS, AND

BECOME FAMILIAR WITH THE EXISTING CONDITIONS. NO CLAIM FOR EXTRA
COMPENSATION SHALL BE ENTERTAINED FOR WORK WHICH A PRELIMINARY
EXAMINATION OF THE SITE WOULD HAVE REVEALED. THE SUBMITTAL OF A BID
CONSIDERATION 1S ACKNOWLEDGEMENT ON THE PART OF THE BIDDER OF
THEIR VISITATION AND FAMILIARITY WITH THE SITE.

. PROVIDE ALL REQUIRED JUNCTION BOXES, PULL BOXES, CONDUITS,

CONDUCTORS, CABLES, BREAKERS, CONNECTORS, LENSES, AND ANY NEEDED
ACCESSORIES TO CONSTITUTE A COMPLETE AND FUNCTIONAL SYSTEM,
MEETING THE REQUIREMENTS OF THE LATEST EDITION OF THE NATIONAL
ELECTRICAL CODE.

WIRING FOR ALL ELECTRICAL SYSTEMS SHALL BE COLOR CODED.

COORDINATE THE INSTALLATION OF ALL ELECTRICAL COMPONENTS TO AVOID
EXISTING AND PROPOSED FEATURES.

20.

21.

22.

23.

24.
25.
26.

27.

25.
29.

ELMWOOD AVENUE

. COORDINATE THE INSTALLATION OF ALL ELECTRICAL COMPONENTS TO AVOID

REWORK.

WIRING METHODS SHALL CONFORM TO THE REGULATIONS OF THE STATE
BUILDING CODE, THE NATIONAL ELECTRIC CODE (NFFPA 70), AND THE RHODE
ISLAND FIRE SAFETY CODE.

PROVIDE ALL REQUIRED GROUNDING. OBTAIN ALL NECESSARY PERMITS,
CERTIFICATIONS AND PROVIDE EVIDENCE OF FINAL INSPECTION BY THE LOCAL
INSPECTOR.

PROVIDE SHOP DRAWINGS AND MATERIAL CUT SHEETS FOR ALL ELECTRICAL
COMPONENTS TO BE INCORFPORATED IN THE WORK TO INCLUDE, BUT NOT BE
LIMITED TO, CONDUCTOR, CONDUIT, JUNCTION BOXES, PULL BOXES, LIGHT
FIXTURES.

UPDATE INFORMATION IN THE PANEL BOARD TO ACCURATELY REFLECT THE
ITEMS ON EACH CIRCUIT.

ALL CONDUCTORS USED FOR THE PROJECT SHALL BE COPPER.
ALL RECEPTACLES SHALL BE 20AMP, GFCI RECEFPTACLES.

ALL ABOVE GRADE ELECTRICAL ENCLOSURES, INCLUDING RECEFPTACLE BOXES,
SHALL BE NEMA 4 METAL ENCLOSURES.

ALL EXPOSED CONDUIT SHALL BE GALVANIZED RIGID METAL CONDUIT.

ALL BURIED CONDUIT SHALL BE SCH. 40 PVC.
MAINTAIN CORRECT PHASE SEQUENCE OF ALL FEEDERS AND CIRCUITS BY
ESTABLISHING PHASE IDENTIFICATION AND MAINTAIN CORRECT RELATIONSHIP

30.

3.

32.

33.

34.
35.

36.

THAROUGHOUT THE SYSTEM, PROVIDE LINE BALANCE WITHIN 1 0% OF NORMAL
LOADS.

THE CONTRACTOR SHALL GUARANTEE ALL ELECTRICAL EQUIPMENT AND WIRING
TO BE FREE OF INHERENT MECHANICAL AND ELECTRICAL DEFECTS FOR A
PERIOD OF ONE YEAR FROM THE DATE OF FINAL ACCEFPTANCE.

THE CONTRACTOR SHALL REPAIR ANY EXISTING UNDERGROUND [RRIGATION
PIPES, IRRIGATION HEADS, VALVE BOXES AND IRRIGATION SYSTEM
COMPONENTS WHICH ARE INADVERTENTLY SEVERED OR OTHERWISE DAMAGED
DURING CONSTRUCTION.

THE LOCATION OF THE HANDHOLE 1S SHOWN FOR REFERENCE ONLY. THE FINAL
LOCATION OF THE PROPOSED HANDHOLE AND THE LENGTH OF THE PROPOSED
CONDUIT AND PROPOSED CABLES SHALL BE DETERMINED IN THE FIELD AND
APPROVED BY THE OWNERS REPRESENTATIVE.

THE PROPOSED HANDHOLE SHALL HAVE A COVER WITH A GASKET AND BE
SECURED WITH TAMPER PROOF FASTENERS.

ALL CONDUIT SFPLICES SHALL BE WATERTIGHT.

ALL CONNECTIONS OR PENETRATIONS THROUGH THE HANDHOLE SHALL BE
WATERTIGHT.

ALL EXISTING WIRING AND NEWLY INSTALLED WIRING SHALL BE INSTALLED IN A
RACEWAY. OPEN AIR WIRING SHALL NOT BE ALLOWED IN ELECTRICAL CABINET.

ELECTRICAL PLAN
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ﬁ MINIMUM | 2" CLEARANCE
/ AROUND TREE
-

&' STANDARD STEEL POST,
6 O.C.

PLASTIC CONSTRUCTION
FENCING PER SPEC.

/ EXISTING GRADE

z
=
o
<
L] L] L L] ;< N
/1 TREE PROTECTION
L-5 3/8" = 1'-0"
V4 23" 71 "
11/2" R 3" X 4" ( NOM. ) EDGE SLAT
r ( SEE WOOD OPTIONS )
2" X 3" ( NOM. )

( SEE WOOD OPTIONS )

12-9/16"#

1/8" ﬁ\‘

12" X 3
STL. BAR — 3/8" X 2" S.STL.

BTN. SKT. HD.

LAG W/ WASHER
—— SUPPORT POST

‘e

~ ~

A—17-
AY|
w
S —

. . 3/8" X 1”
21/2” sQ. X 1/4" W. STL. BAR
STL. TUBE

24"
30"

12" O

o

INGROUND MOUNT BENCH

FINISH GRADE
GRASS SEED MIX

PREPARED BED WITH LOAM, FINE
GRADE AND REMOVE STONES

UNDISTURBED SUBSOIL

/27 LOAM AND SEED

L-5 NOT TO SCALE

SIZE VARIES, ,

2-4' 7
NATURAL WEATHERED

BOULDER WITHOUT SHARP

CLEFTS OR EDGES.

* LANDSCAPE ARCHITECT TO
- 0 % W TAG PROTOTYPE FOR USE ON
SU~- =20 SITE.
Szl
tSS<0 FFINISH GRADE
© T TTT T T T—T1T
z | = ===
= HH=H A=
===

\\

UNDISTURBED SUBGRADE

BOULDER QUANTITIES:
36" x 42" = 3
> 42" x 48" = 2

/3 THE HEIGHT OF BOULDER
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page 2 ACN/ARC/CLB GENERATION SERIES LED

Streetworks

DESCRIPTION CONFIGURATIONS LUMEN TABLE
The ACN/ARC/CLB Generation Series LED is a marriage of traditional Catalog # CAGE TYPE TOP TYPE FINIAL TYPE Correlated
shapes and contemporary styling. Its superior photometrics offer 2 b Total Luminaire
. . . A . , . . Distributi Color Cage Top L W
excellent illumination and uniformity for many of today’s applications. . istribution | @ perature | Type Type umens attage
Its styling blends well in many settings - historic districts, downtown Project ~ E (cCT) (Full Brightness) (Nominal)
streetscapes, roafjways, residential nelghborhgods, as well as city Date Acorn Nostalgic Architectural Type lll 4000K None Glow 11,060 9w
parks and educational campuses. The Generation Series LED sets a new Comments (Glow Top) (SpunTop / Top Access)
standard for decorative post top luminaires. e Type lll 4000K None Solid 8,467 99W
p db Modern L Type Il 4000K Any Glow 7776 99W
repared by
ORDERING INFORMATION {SpunTop) E Modern Type Ill 4000K Any Solid 5,778 99w
Architectural
SAMPLE NUMBER: WA30840RS5BK i i (SpunTop / Top Access) Type V 4000K None Glow 10,571 99W
Base Type Shaft Size at | Wall Thickness | Shaft Type m Options (Add as SPECIFICATION FEATURES @ Victorian TypeV 4000K None Solid 9,365 99w
3 o i
Height (Feet) | Base (Inches)' | (Inches) Suffix) Construction Optical Mounting e (Glow Top) Victorian E— prvwm . p— - o
WA3=Washington 3 | 08=8' 4=4" 0=0.125" RS=Round 4=4"0.D. AP=Grey C=Provision for HOUSING: Heavy-duty cast REFRACTIVE GLOBE: High Base casting slipfits over a 3 H P Y .
10=10' 5=5" 2=0.188" Straight Tenon? BK=Black Convenience : : -y : . Type V 4000K An Solid 6,087 99W
12-12" 6-6" SF=Straight | 5=3" O.D. BZ=Bronze Outlet glumerurp h?usmg and removable  efficiency r?frgct[ve Oé)tlc.éi! Systems  giandard 3" 0.D. tenon and UU i u
14=14' Fluted Tenon DP=Dark Platinum | E=GFI Convenience oor. A single quarter turn are precisely designed utilizing secured via four stainless steel Architectural Classical
16=16 GM=Graphite Metallic Outlet fastener on the removable door a combination of refractive and : : (SpunTop) ;
18-18' GN=Hartford Green | G=Ground Lug : o N o allen head fasteners. 3G vibration pantop Nostalgic | yMEN MAINTENANCE
WH=White provides tool-less access to wiring reflective prisms. Available in Type tested
compartment. CAGE ASSEMBLIES: Ill or Type V distributions. Lighting
NOTES: 1. 4" shaft size available in 8', 10" and 12' mounting heights. 5" shaft size available in 8', 10', 12', 14" and 16' mounting heights. 6" shaft size available in 12', 14', 16' and c bl ight d d li I lasti T™-21 L
18" mounting heights. 2. Provides 4" tenon on 5" shafts or no tenon on 4" shafts allowing slip over of Epic Collection, Slide and Flite arm accessories. See individual product age qssem y uprights an gra_ e acry -IC ensures_ ong lasting Finish Ambient " - umen Theoretical L70
WA3 specifications for additional information. medallions are manufactured of optlcal cla_rlty and resistance to Cast and spun components Temperature 36a:)r2)tgr}\—|ance (Hours)
WASHINGTON heavy-duty cast aluminum and discoloration. - T : (36, ours)
BASE HEIGHT: 21" d h . fthe b finished in a five-stage premium
w BOLT CIRCLE: 10-3/4" hmour.'te to ;ﬁ e eXte.”fr oft o . TGIC polyester powder coat 15°¢ >93% 240,000
ousing via four stainless stee Electrical ) paint, 2.5 mil nominal thickness 257G ~02% 210,000
=) fasteners. Cage rings constructed 120-277V 50/60Hz operation. for superior protection against
> WARNING: The use of unauthorized accessories such as banners, signs, cameras or pennants for which the pole was not designed voids the Cooper Lighting Pole Warranty and may result in pole failure causing serious injury or of extruded aluminum and finished 10kV/10kA common and differential 40°C >89% 117,000
> property damage. Upon request, Cooper Lighting will supply information regarding total loading capacity. Cooper Lighting’s Pole Warranty is void unless poles are used and installed as a complete pole/luminaire combination. hh . TOPS AND d . dard fade and wear. Consult your
f— This warranty specifically excludes failure as the result of a third party act or omission, misuse, unanticipated uses, fatigue failure or similar phenomena resulting from induced vibration, harmonic oscillation or resonance associated to matc ousing. X mode surge protection standard. Streetworks representative for a
with movement of air currents around the product. FINIALS: Choose from multiple Thermal management transfers complete selection of standard
Specifications and dimensions subject to change without notice. Consult your Cooper Lighting Representative or visit www.cooperlighting.com for available options, accessories and ordering information. spun aluminum or acrylic tops heat rapidly away from the LED colors including black, bronze ORDERING INFORMATION
and cast aluminum finials for source for optimal efficiency and : Ny !
A . > : . grey, white, dark platinum, Sample Number: ACN-080-LED-E-U-33-1-7-3-BK
customized fixture style. All solid light output. Ambient operatin ; ; p :
18-63 Cooper Lighting by Eaton | Product Selection Guide | Sixth Edition | www.cooperlighting.com Y 9 P R P o 9 graphite metallic and hartford
tops are made of heavy-duty spun temperature from -40°C to 40°C. - . . Refractor . -
€ o green. RAL and custom color Product Family LED Series Driver / Lumen Package | Voltage Cage Type Top Type Finial Type
aluminum. TWISTLOCK GLOBE: Standard three-position tunnel type i boc oy ailable Type
The optional twistlock assembly compression terminal block. ACN=Acorn Base 080-LED=080 Series | E=Non-Dimming 2 U=Universal | 33=Typelll | Classical 1=Acorn 1=Victorian
offers ease of maintenance through Warranty ARC=Architectural Base D=Dimming 2 (120-277V) | 55=Type V. | 1=Classical 2=Modern 2=Modern
instant access to both the LED and Five-year warranty CLB=Classical Base E50=Non-Dimming / A=Classical Sun Gold 3=Victorian 3=Architectural
wiring compartment by twisting ’ 50% Lumen B=Classical Antique Gold 4=Classical 4=Nostalgic
the top refractor assembly and Output ? C=Classical Colonial Bronze 6=Nostalgic X=None
lifting it from the mating lock plate. D50=Dimming / Modern (Top Access)
9 9 P 50% Lumen 2-Modern 7=Architectural
Output 3 (Top Access)

D=Modern Sun Gold

E=Modern Antique Gold
F=Modern Colonial Bronze

Architectural

3=Architectural
G=Architectural Sun Gold
H=Architectural Antique Gold
J=Architectural Colonial Bronze

/"4 LIGHT POST

L-6 NOT TO SCALE

X=None
DIMENSIONS Color Options (Add as Suffix) Accessories (Order Separately)
ACN (Acorn Base) ARC (Architectural Base) CLB (Classical Base) AP=Grey 2L=Two Circuits 0A1222=10kV Surge Module

BZ=Bronze
BK=Black
DP=Dark Platinum

SH=Street Side / House Side Switching ®

B=Decorative Brass Banding ®

C=Copper Accents

GN=Hartford Green 4=Internal NEMA Photocontrol Receptacle

GM=Graphite 4N7=Internal NEMA 7-PIN Twistlock Photocontrol
Metallic Receptacle 7&°

GLKO80EU=Generations LED Retrofit Light Engine Kit

GLKO80EU2L=Generations LED Retrofit Light Engine Kit wired for Two Circuit Dimming

GLKO8OEUSH=Generations LED Retrofit Light Engine Kit wired for Street Side / House Side
Dimming

GL/GHSS=Field Installed Generation House Side Shield

ACN/ARC/CLB
GENERATION

R SYCCI B — \ D - WH=White U=UL/CSA Listed
AOAOAOAOAOA {D \j] ( S E R I E S LE D P=Polycarbonate Refractor
g GHSS=Generation House Side Shield
7030=70 CRI/3000K
LED NOTES:
1. Customer is responsible for engineering analysis to confirm pole and fixture compatibility for all applications. Refer to our white paper WP513001EN for additional support information.
. . . 2. Six LEDs.
[6245-1;1/3 ] [61(2)4 ! [62‘?(;3/4 | — 3. Three LEDs. Approximately 50% output and energy useage. Consult IES files on ACN/ARC/CLB product page for actual lumen and wattage values.
e e e DECORATIVE POST TOP ¢ Cago type painied fo match base.
. Not available wi or options.
****** LUMINAIRE 6. Available with Acorn and Victorian tops only.
(((‘(.))))) 7. Height of dimming node/photocell cannot exceed 2.8" at outer edge.
NNV 77 CERTIFICATION DATA 8. Depending on characteristics of dimming node, may need to extend antenna out of housing. Consult your lighting representative at Eaton for more information.
1 X N 9. Not available with ARC base.
UL/cUL Wet Location Listed 10. Extended lead times apply. Use dedicated IES files for 3000K.
EPA
L—18-3/4" [476mm] — 18-3/4" [476mm] —— L— 17-3/5" [447mm]— Effective Projected Area:
2.1 Square Feet
SHIPPING DATA
Approximate Net Weight:
50 Ibs. (23 kgs.)

Eaton

1121 Highway 74 South
Peachtree City, GA 30269 Specifications and
dimensions subject to

change without notice.

E-T-N e

TD516011EN
Powering Business Worldwide «

F.T-N

Powering Business Worldwide

TD516011EN
September 5, 2019 9:19 AM

P: 770-486-4800
www.eaton.com/lighting

n
I_
Z
L]
=
L]
>
®,
Y
o
=
a
Z
>
®,
Y
O
>_
<
—l
o
a
-
LL]
LL
%
=
<
-
—
=
T
0
L]
%,
®,
O

N
o
(@)}
QY
o
Y
LLI
O
Z
LLI
QO
=
O
Y
al
LL
-
Z
LL
>
<
()]
@)
O
<
=
—
LL]
»
(@))
(@)

)
=
<
'—
Q
=)
I
o
N
[%2]
IS
8
=
)
o
S
i
=
C

Dy September 5, 2019 9:19 AM

N
—
<C
—
LL
O
Z
O
—
O
)
e
—
N
Z
o,
O

5 LUMINAIRE

L-6 NOT TO SCALE

D

09/14/20

AS SHOWN

DRAWN BY:

LL

SHEET NO.
CHECKED/

| -6
ISSUED FOR BID MG o o4



AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X

AutoCAD SHX Text
X


	Sheets and Views
	JoeWilliams-2020-CV-CV
	JoeWilliams-2020-DM-DM
	JoeWilliams-2020-SC-SC
	JoeWilliams-2020-SC-EL
	JoeWilliams-2020-DT-DT
	JoeWilliams-2020-DT-DT-2


