
Procurement #:  > 

 

 

 

CITY OF PROVIDENCE, RHODE ISLAND 

Providence City Hall 
25 Dorrance Street 

Providence, RI 02903 

 
Department: Parks 

 
RFP Title: Park Improvements at General Street Park 

 
Opening Date: 12/19/2022 

 
Addendum #: 1 

 
Issue Date: 12/9/2022 

 

The purpose of this addendum is to publish revisions made to construction documents(L-5,L9). 

This addendum also is to publish the Pre-Bid meeting minutes and sign-in sheet. 

 

 
 



 

PROVIDENCE PARKS DEPARTMENT 
1000 Elmwood Avenue, Providence, Rhode Island 02907 

Phone: 401-785-9450 | Fax: 401-941-5920 
www.providenceri.gov 

  

Park Improvements at General Street Park 

Addendum # 1 

December 9, 2022 

Acknowledge Addenda on Bid Form 

 
** BID DATE REMAINS – December 19, 2022** 

Attachments:  
 

1. Addendum Cover Sheet (1page) 
2. Pre-Bid Meeting Minutes (1 page) 
3. Sign-in Sheet (1 page) 
4. Revised Construction Documents (2 pages) 

1. L-5 Grading Plan 
2. L-9 Detail Sheet 

 
 

 
 

 
 
  
 

 







5' 6'4'

4'
5'

6'
5' 6'

5'

6'

5'
5'

10
3

104
105

D

D

D

D

GV

D

D

D

D

D

GV

D

D

D

D

D

GV

D

D

D

D

D

GV

D

D

D D

GV

D

D

D D

GV

D

DDDDDDDDDDD
D

D

D

D

D

D

D

D
D

D
D

D
D

D
D

D
D

D
D

D
D

D
D

D
D

D

D

D

GENERAL STREET

104
105

103

103
10

4

10
5

102

101

102
101

98

100

98

99

100

99

D

D

D

D

D D D D D D D D D

97

L-9
4

6" PERFORATED DRAIN
PIPE  W/ FILTER SOCK TO
BE INSTALLED ONLY IN
THIS SECTION OF
DRAINAGE SYSTEM

10 5' 10' 20'

PROVIDENCE
PARKS DEPARTMENT

DRAWN BY:

CHECKED/
APPROVED:

SHEET NO.

OF

DALRYMPLE BOATHOUSE
ROGER WILLIAMS PARK
PROVIDENCE, RI 02905
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RESERVED 2022.
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ENLARGEMENT: OUTDOOR CLASSROOM ADD ALT. #4
1" = 5'     SEE DETAIL 16 SHEET L-7

GRADING LEGEND
EXISTING GRADE

PROPOSED GRADE

EXISTING CONTOUR

PROPOSED CONTOUR

CATCHBASIN / DRAINAGE INLET

6" PVC DRAIN PIPE, BASE BID

6" PVC DRAIN PIPE, IF
 ALT. #2 IS ACCEPTED

DRAIN MANHOLE

LIMIT OF WORK

SILT SOCK

LIMIT OF 6" PROPOSED PERFORATED DRAINPIPE

GRADING NOTES
1. ALL CUT AND FILL SLOPES SHALL BE 4:1 OR LESS UNLESS OTHERWISE NOTED.

2. EXISTING GRADE CONTOUR INTERVALS ARE SHOWN AT 1 FOOT.

3. CONTRACTOR SHALL ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY TO ASSURE A
SMOOTH FIT AND CONTINUOUS GRADE.

4. PROPOSED ELEVATIONS ARE SHOWN TO FINISH PAVEMENT OR GRADE UNLESS NOTED OTHERWISE.

5. ALL EARTHWORK AND SITE PREPARATION SHALL BE DONE IN STRICT ACCORDANCE WITH THE
RECOMMENDATIONS OF ANY SUBSURFACE INVESTIGATION OR GEOTECHNICAL REPORTS PREPARED
FOR THIS SITE.

6. DRAINAGE PIPING SHALL BE HIGH DENSITY POLYETHYLENE PIPE AND CONFORM TO AASHTO M294.

7. BACKFILL ADJACENT TO PIPES AND STRUCTURES SHALL BE OF TYPE AND QUALITY CONFORMING TO
THAT SPECIFIED FOR THE ADJOINING FILL MATERIAL. BACKFILL SHALL BE PLACED IN HORIZONTAL
LAYERS NOT TO EXCEED SIX INCHES IN THICKNESS AND COMPACTED TO A DENSITY OF 95% OF
MAXIMUM DRY DENSITY WITH A MOISTURE CONTENT WITHIN ±2% OF OPTIMUM. ALL COMPACTION
IS TO BE DETERMINED BY AASHTO METHOD T-99. TESTING OF BACKFILL MATERIAL SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

8. ALL WALKWAYS SLOPED AT 2% MAXIMUM, TYP.
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L-9

RIVER STONES AT DRAIN INLET IN CONCRETE SETTING BED
NOT TO SCALE

SECTION VIEW ELEVATION

PLAN VIEW

9"-12" ROUND EDGE
RIVER STONE
FINISH GRADE

NOTE:
RINSE RIVER STONE PRIOR TO
ON-SITE DELIVERY. STONE SHALL
BE FREE FROM FOREIGN DEBRIS.
RIVER STONE SHALL BE
CAREFULLY PLACED NOT DUMP.

WIDTH VARIES
SEE SHEET L-7

36" WIDE BIO-SWALE
DIRECTIONAL WATER FLOW
TOWARDS RIVER STONE

4" CONCRETE
SETTING BED
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COMPACTED
SUBGRADE

6" PERFORATED PIPE
WITH FILTER SOCK

DIMENSION VARIES
SEE SHEET L-7

7
L-9

ENGINEERED WOOD FIBER MULCH
1" = 1'-0"

UNDISTURBED SUBGRADE

ENGINEER WOOD FIBER,
MUST COMPLY WITH
ASTM STANDARDS:
FI292 FOR IMPACT
ABSORBPTION, F2075
FOR MATERIAL PURITY
AND F1951 FOR
WHEELCHAIR ACCESS.

NOTE:
12" DEPTH

WITHIN
PLAY EQUIPMENT

USE ZONE

4" DEPTH
OUTSIDE

PLAY EQUIPMENT
USE ZONE

FINISH GRADE

>

>

>

8
L-9

PRE-CAST CURB EDGE -  6" REVEAL/ FLUSH CONDITIONDS
1" = 1'-0"

6"
FINISH GRADE

18
"

COMPACTED GRAVEL BASE

PRE-CAST CONCRETE CURB
W/ 3/4" RADIUS (TYP.)
 SET FLUSH TO GRADE

SUBGRADE

SAFETY SURFACING DEPTH
VARIES ACCORDING TO PLAY
EQUIPMENT USE ZONE

PRE-CAST CONCRETE CURB
W/ 3/4" RADIUS (TYP.)
WITH 6" REVEAL
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1
L-9

TREE PROTECTION
NOT TO SCALE

2
L-9

SILT SOCK
NOT TO SCALE

3
L-9

SAWCUT AND REPAIR
NOT TO SCALE

MINIMUM 12" CLEARANCE
AROUND TREE

6' STANDARD STEEL POST,
6' O.C.

PLASTIC CONSTRUCTION
FENCING PER SPEC.

2.
00

' M
IN

.

EXISTING GRADE

NOTES:

1. DISTURBED AREAS SHALL NOT EXTEND BEYOND THE SAWCUT.
2. CLEAN SAWED JOINTS WITH COMPRESSED AIR
3. APPLY JOINT SEAL MATERIAL FILLING FROM THE BOTTOM UP
4. THE HOT-SEAL MATERIAL SHALL COMPLETELT FILL THE SAWCUT SUCH THAT AFTER COOLING

THE LEVEL OF THE SEALER WILL NOT BE GREATER 1/8" BELOW THE PAVEMENT SURFACE
5. CARE SHALL BE TAKEN DURING SEALING TO INSURE THAT THE FINAL APPEARANCE WILL

PRESENT A NEAT LINE

PROPOSED PAVEMENT
(SEE DETAIL SHEET L-10)

EXISTING PAVEMENT

PROPOSED BASE

SAWCUT, TYP.

EXISTING BASE

UNDISTURBED SUBGRADE

6" PERFORATED PIPE W/ FILTER SOCK
(DEPTH VARIES) OR
6" PVC PIPE - (SEE L-5)

 34"  WASHED CRUSHED STONE

#2 WASHED  CRUSHED STONE

UNDISTURBED SUBGRADE

GRASS SEED MIX
SEE DETAIL 33/ SHEET L-12

℄
SWALE

71
4"

6"

36"

FINISHED GRADE.

71
4"

7"

SECTION

NDS 12"
SQUARE
CATCH BASIN
WITH GRATE

DRILL 1/8"WEEP HOLE TYPICAL
OF 4 PLACES AT BOTTOM CORNERS

COMPACTED FILL

GRATE

6" SCREENED
LOAM

6" COMPACTED
AGGREGATE

5
L-9

12" CATCH BASIN
NOT TO SCALE

4
L-9

SWALE WITH 6" DIA. SUB-SURFACE DRAIN PIPE
NOT TO SCALE

WATER FLOW

WORK
AREA

AREA TO BE
PROTECTED

WORK
AREA

12" COMPOST-FILLED
SILTSOXX SILT SOCK

PLAN VIEW SECTION VIEW

18" MIN OVERLAP

1
0
' O

.C
.

2"x2"x36"
HARDWOOD
STAKE

12" SILTSOXX

AREA TO BE
PROTECTED

3" MIN

1
8

" 
M

IN

2"x2"x36"
HARDWOOD STAKE

NOTES:
1. SILT SOCK  SHALL BE SILTSOXX BY

FILTREXX OR LANDSCAPE ARCHITECT
APPROVED EQUAL.

2. FILL MATERIAL TO MEET MANUFACTURER'S
SPECIFICATIONS

3. FOLLOWING CONSTRUCTION AND SITE
STABILIZATION, COMPOST MATERIAL SHALL
BE DISPERSED ON SITE, IN LOCATION
SELECTED BY THE LANDSCAPE ARCHITECT.


	General Street PArk Improvements - Adendum _1 Bound.pdf
	General St Park Improvements- Addendum_1
	General Street Park Improvements_Pre-Bid Meeting Minutes
	General Street Park Improvements_Pre-Bid Meeting Sign-In Sheet
	GeneralSt-2022-Grading_L-5 Addendum 1
	Sheets and Views
	GR L-5


	GeneralSt-2022-DT_L9 Addendum 1
	Sheets and Views
	DT L9




